The Zmetrix ST800 Impedance Test System...

[image: image1.png]R ik ik ki b i i

ST800

Controlled Impedance
Test System  /pad




Based on the scanning technology of the ST-Series 

TDR’s, the ST800 moves to 20 Ghz bandwidth.  When

Simple and easy to use
Used with the IP-VP-series Variable Pitch Probes, the 

   right out of the box
ST800 can perform on-board testing of short trace lengths.


The ST800 is also now SET2DIL and bi-directional

SET2DIL capable.  The ST-series line of TDR's just keeps
Simply plug the cables in,
getting better!







and start the software.











The user interface will











Guide you through taking

The Zmetrix ST800 Impedance test system brings additional

a single measurement, or
hardware and software features to the ST series TDR’s - such

gathering data on a batch
as configurable probe ports, and improved ESD resistance. 

of coupons.  The ST800
The ST800 has a 1% measurement accuracy, calibrated to 25, 

makes it easy from start
50, 75, and 100 ohm reference airlines, traceable to national

To finish.  Anyone can
standards.








take good measurements,











from your newest operator











To your most experienced










technician.






Single-Ended



ESD Wrist






Probe Ports



Strap Port

[image: image2.png]







(SMA)




(4mm)




    1
           2

     3
            4

